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MySAP Business Suite

This section provides detailed instructions on how to work in ZebraDesigner™, the label
design application for use with mySAP Business Suite™ ™,
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Introduction to mySAP Business Suite™ Zebra Device

Types

SAP AG created files, for mySAP Business Suite™, supplied with ZebraDesigner™:
ZLB_ZEB.PRI, S9162.CPA (for Scalable fonts - IBM™ CP850)
ZEBRA _FOR (Sample Form)
ZLB_ZEBU_.PRI (for Andale and Swiss 721 fonts - Unicode UTF-8)

All versions of mySAP Business Suite™ later than 4.6d should use LB_ZEB rather than upload
ZLB_ZEB. This will avoid the need for code page migration.

All of the above files are placed in the ZebraDesigner™ program directory, C:\Program
Files\Zebra Technologies\ZebraDesigner for mySAP Business Suite
2\Support, during the installation process.

SAP has developed / configured multiple device types for Zebra printers. The difference
between these device types is the code page support. SAP has also developed other Zebra
device types for use with printing from SAP Smart Forms. These device types are not
compatible with ZebraDesigner™.

Western European / US Scalable Fonts - ZLB_ZEB.PRI and S9162.CPA (IBM
850)

This device type (ZLB_ZEB.PRI) and its associated IBM 850 code page (59162 . CPA) have
specially been developed for Zebra® printers and ZebraDesigner ™. This device type should
be used for Western European character sets.

This device requires that you restrict your label designs to only use printer resident scalable
fonts supplied by Zebra or TrueType® fonts converted using the font downloader that ships
with ZebraDesigner™. This is especially important when using extended character sets.

This device type allows mySAP Business Suite™ to convert all data to IBM code page 850
before spooling it to the printer. SAP has also developed this custom code page to do the exact
mapping for Zebra. You can be assured that any extended European characters contained
within your mySAP Business Suite™ Database fields will print correctly with any internal
printer resident scalable font.

ZebraDesigner™ supports the Internal Zebra Scalable Fonts. CG Triumvirate Bold
Condensed is the default font supplied with all Zebra printers. CG Triumvirate and CG
Triumvirate Condensed are basically the same font as Arial® and Arial Narrow TrueType
fonts (also similar to Helvetica™).

Unicode Fonts

Zebra preloads the Unicode code page and supporting fonts into printers shipped to Europe,
the Middle East, and Africa (EMEA) and offers the solution as a free option anywhere else in
the world. (Zebra and mySAP Business Suite™ both support the most backwardly compatible
form of Unicode, UTF-8.) The Swiss Worldtype font is standard on Zebra printers, supports
936 Unicode characters, and can output all major EMEA languages. Worldtype Andale fonts
are required for APAC language support and can be purchased as an option on PC Cards
(PCMCIA format) or as a downloaded font.
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Other requirements vary if printing will be done directly from mySAP applications using
SAPscript. These approaches and requirements are described below:

SAPscript Users (upload Method) ZebraDesigner™ is the ideal tool for graphically
designing labels and automatically generating Zebra Programming Language (ZPL®) and
SAPscript so label formats can be loaded into mySAP applications for output. This approach,
designed by SAP, is known as the SAPscript upload method. ZebraDesigner™ supports
Swiss and Andale Worldtype fonts for Unicode output. This means that for the first time,
customers can design a single label (SAPscript form) that can be used in all the needed
countries, providing the label is built with a font that supports all the required languages. This
universal approach has traditionally only been available with laser printers from HP and
Lexmark, not bar code label printers.

Selecting Asian Fonts for mySAP Business Suite Zebra offers four Andale
Worldtype fonts to overcome the Unicode limitation of different glyphs sharing the same code
point; these are Japanese, Korean, Simplified Chinese, and Traditional Chinese. All of the
fonts contain all of the Asian languages; however, each font is optimized for a specific
predominant language. This is done by selecting the language that you will use the most and
you still have access to all of the other languages.

Each Worldtype font is supplied on a 32 Mb high-speed linear memory PC Card or as a
downloadable object (requires a 64 MB main logic board option).

01/19/2010
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Below is a summary table of the Unicode UTF-8 font options available for mySAP Business

Suite:

Table 1 « Available Fonts for Unicode Output with Zebra
Printers and mySAP Business Suite

Worldtype Swiss 721
Andale (EMEA)
Code Page Unicode UTF-8 Unicode UTF-8
Size 22MB 166K
Number of characters Thousands Approximately 932
Yes Yes

SAPscript Compatible

14103L-003
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User Specific Settings

The instructions and dialog boxes in this document are the result of specific SAP system
settings. If some of the dialog boxes that are displayed differ from what you see, it is likely
because your settings need to be changed.

Be sure your settings reflect these:

1. In transaction /ns010 or /nse71, select Settings >PC Editor or Settings > Form Painter.
A dialog box similar to this opens:

. DataBrowser | ITS | TranspartOrganizer = SaPseript | [+[» [

Farm Painter

FPC Editar
[] Graphical PC editar

W K

© SAP AG 2006. All rights reserved.

2. Be sure that the Graphical Form Painter and Graphical PC Editor are not selected.
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Installation of ZebraDesigner™ Zebra Device Types and
Code Pages

The illustrations below are from mySAP Business Suite™ version 4.6C. All later versions of
SAP will use the same or very similar operations and transactions to configure the system.

Ensure the printer is functioning outside of mySAP Business
Suite™

Before creating the Zebra printer as an OUTPUT DEVICE in mySAP Business Suite™ check
that the host operating system print queue and the printer are correctly configured. The printer
should be tested by sending a non-mySAP Business Suite™ label out with mySAP Business
Suite™, to the target print queue.

To log onto mySAP Business Suite™, do the following:
1. Start the mySAP Business Suite™ front-end client GUI.
2. Log into mySAP Business Suite™ with administrator rights.
3. Type in your User name and Password.

4. To continue, press Enter.
A dialog box similar to this opens:

Z[  a|aH e DHE
SAP R/3

- L|owiooon e 14sapdemn

© SAP AG 2006. All rights reserved.

14103L-003 ZebraDesigner™ for mySAP™ Business Suite Reference Guide 01/19/2010



mySAP Business Suite | 9
Installation of ZebraDesigner™ Zebra Device Types and Code Pages

To install a Zebra Code Page, do the following:

1. In the command line text box just below the menu bar, type /nSA38.

nl.-"nseﬂa il

A dialog box similar to this opens:

ABAP: Execute Program
|(B With variant ||E Variant overy. || Background |

- L|oMImoin b 14sapdemnn

© SAP AG 2006. All rights reserved.

2. Click €% or press Enter.
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To upload the code page file into the SAP printing system, from the ABAP/4:
Execute Program dialog box (below):

1. Inthe Program field, type RSTXCPAG.

2. Click or press F8.
A dialog box similar to this opens:

gl A eee D
ABAP: Execute Program
|(B With variant ||@ Variant overy. || Background |

- L|oMimoin b 14sandemn

© SAP AG 2006. All rights reserved.
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Select Code Page

In the Upload/Download of Character Set Definitions (Code Pages) dialog box,
complete the fields as follows:

1. In the Character set number field, type in the code page. For example, 9162.

2. Select File system: GUI.
A dialog box similar to this opens:

g 22 = ib 6@ SMHE
Upload/Download of Character Set Definitions (Code P...

. L|owim@obE 14sandemo

© SAP AG 2006. All rights reserved.

3. Select Upload (file-> R/3).
4. Select Update/delete when uploading.
5. When all the entries are entered correctly, click or press F8.

6. If asked, “Do you want to upload and overwrite this code page”, this means that it has
already been uploaded. If you are unsure, click YES.
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To load code page from local PC, do the following:

1. The Import from a Local File dialog box prompts for character set file name and its
location.

A dialog box similar to this opens:

Transfer to a Local File

File name Te:_:hnoluglas\ZehraDes igner for mySAP Business Suite 2\Support'59162. CPA | @
Data format ASC

Transfer | [ %

© SAP AG 2006. All rights reserved.

2. Use the browse button to locate the file, such as S9162 . CPA in the File name entry text
box.

3. Zebra supplies this file with ZebraDesigner™. It can be found in the C:\Program
Files\Zebra Technologies\ZebraDesigner for mySAP Business
Suite 2\Support directory. When you have selected the file, click |« or press
Enter.

If no errors occur, the mySAP Business Suite™ system will display upload result messages
inside the Upload/Download Character Set Definition dialog box. Otherwise an error message
dialog box will appear.

Important « If any errors occur, repeat the installation and make sure all the entries are
@ correct before continuing.
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Install the Zebra Driver

The next series of steps outline the import procedure of the device type definition file. For
example, ZLB_ZEB_PRI to the mySAP Business Suite™ printing system.

To import the device type definition, do the following:

1. To execute the Program Execution transaction SA38, at the command line type /nSA3.

£n$a3E‘ |.I

2. Click or press Enter.

3. In the ABAP/4: Execute Program dialog box (below), in the Program text box, type
RSTXSCRP.

A dialog box similar to this opens:

ABAP: Execute Program
|® wiith variant ||@ Wariant oven, || Background |

L |owi) @ b 14sapdemo

© SAP AG 2006. All rights reserved.

4. Click or press F8 to execute the device type definition import program.
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In the SAPscript Export to Dataset / SAPscript Import from Dataset dialog box
(below), do the following:

A dialog box similar to this opens:

Program  Edit Goto  Systern Help

2B CaQ DEE B
SAPscript Export to Dataset / SAPscript import from Data...
@

Object selection and session cirl

) Form
() Siyle
() Standard text
Text D 5T
Language  EM
@ Device Type
Object name ZLE_ZEE
Mode (EXPORTAMPORT) IMPORT

Cirl parameters for file operation

@ Fromfon frontend

) Fromfon application server

Dataset name Chitempt™ L6 L&
["]Binary file format

[ Display dataset contents

Control of language versions

Language wector
[ ] Only export original language

| [ | DM1 ¢13 (010) [l | 1 4sapdemo | NS V.

© SAP AG 2006. All rights reserved.

5. Select Device Type.

6. In the Object name text box, type the device type. For example, ZLB_ZEB.
7. In the Mode (EXPORT/IMPORT) text box, type IMPORT.

8. Select From/on frontend (or File system: GUI on older releases).

9. When all the required fields are entered and you are ready to start the import process, click
@ or press F8.

Important « Ignore all other options.
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Allocate a Development Class

You must either allocate a development class to this or make it a local object. The development

class is only required if you want to transport this object to other R/3 systems (local objects
can’t be transported to other R/3 systems). This is done from this dialog box:

Craate Ohject Directory Entry

Object R3TR FRIW ZLB_ZEB

Aftributes

Development clags $THMP
Person responsible BROGERSOM

Original systam M1

Original language

Local ohject A‘?.ankwerview *

© SAP AG 2006. All rights reserved.

You can enter a Development class and click =, or press Enter. You can skip the
Development class and click | Lacal ahject |, OF press F7.

Note » If the device has already been uploaded, you will not see the above step.

To select the local driver, do the following:

The Import from a Local File dialog box (below) prompts you for the device type definition
file and its location.

A dialog box similar to this opens:

Transfer to a

Local File

File name Zebra Technologies\ZebraDesigner for mySAP Businass Sulte 2\Support\ZLB-ZEB PRI @
Data farmat ASC

Transfer | [ 38

© SAP AG 2006. All rights reserved.

1. Use the browse button to locate the file, such as ZLB_ZEB.PRI.

2. To start the upload process, click | TN | or press Enter.

When the process is complete, update messages will be displayed.

01/19/2010
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A dialog box similar to this opens:

List Edit Goto System

Help
Bl H I e SHE :
SAPscript Export to Dataset / SAPscript Import from D...

SAPscript Export to Dataset ! SAPscript Import from Dataset

IEEEE SR R E S EE R EE SRR RS S S EEEEEE N S-tar-\t SAPSCF'IFT‘Z Transpnr\ter RST}:RSTR EEEE BN
Transport object PRIN ZLE_ZEE is heing processed

Ohject successtully imported

Spooler informed of change

1[0 —

[l W[«][+]

| U [ oM ey o0y b 1 4sapdemo | INS

A

© SAP AG 2006. All rights reserved.

Note « If a WARNING SP6X message is shown, scroll down to the bottom and you should

see "spooler informed of change".

Important » The above drivers do not support native SAPscript commands. The above

drivers only support SAPscript generated and uploaded by ZebraDesigner™.

14103L-003
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Using the mySAP Business Suite™ Zebra Device Types
with Output devices / Print Queues

Before you can use a printer (device type) in mySAP Business Suite™ you must create and
configure a print queue (output device).

To create and configure a print queue (output device), do the following:

1. To initiate the Spool Administration program (SPAD), type /nSPAD in the transaction
command line.

[/nsPaD] =l

2. Click &€& or press Enter.

3. In the Spool Administration Initial Screen dialog box, select Output Devices.
A dialog box similar to this opens:

Configuration  Administration Litilities  Settings

ajdH Q@& S HE

Spool Administration. Initial Screen

Goto

& | Extended admin. = Full administration

Devices / servers k Admin. |

Qutput devices

Spool servers

|
|
Access methods |
Destination host |

| Check installation |

| [ | D1 (1) 010y PEl | 14sapdemo | INS y.

© SAP AG 2006. All rights reserved.

4. At the Spool Administration: List of Output Devices dialog box (below), click
Qulpul devices
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A dialog box similar to this opens:

Output dewice Edit - Goto as  Utilities Help

System

B AH eEQ DHE OO

Spool Administration: List of Output Devices {

/R A T B &

135 entries)

Dewv. Dew. type Spool servers Location or message

110DCTEST F ZLB_ZEB 4¥6 LABEL

T1ONIMAT F ZLB_ZEE It is time to starting §

T1ONIMAT2 F ZLB_ZEB Second time

2844 F ZLB_ZEE

96%i3+ Korea F ZLE_ZEEU SAP Test E
[~]

(][ [ I[«][»]

D [ oMt ¢y @10 P2l | 14sapdemo | INS

S,

© SAP AG 2006. All rights reserved.

The

Spool Administration: List of Output Devices . . . dialog box (below) should appear
with a new row of icons.

5. Click &) or press F8.
A dialog box similar to this opens:

Dutput device

Edit Goto  Ext Hilities

13...

Dew. Dev. type Spool serwvers Location or message

11GDCTEST F ZLB_ZEB 4%6 LABEL

T1ONIMAT F ZLB_ZEB It is time to starting 5
T1GENIMATZ F ZLB_ZEB Second time

2844 F ZLB_ZEB

96X%13+ Korea F ZLB_ZEBU SAP Test E|
LDl [ I[«[*]

| [ | DM1 (1) (010) 14sapdermo | NS i
© SAP AG 2006. All rights reserved.
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In the Spool Administration: Create Output Device dialog box (below), do the
following:

1. Create a new device, click 'O or press Shift + F1.
A dialog box similar to this opens:

Output device Edit Goto Exras  Wilities  Systern Help
V] 2B CaQ SHE HD B
Spool Administration: Create Ouiput Device
T
Qutput device Zehra 140 Shipping Labels Short name ZEM %
Generic device on frontend |
DeviceAttributes k HostSpoolAccMethod k Qutput attributes k Tray info |
Device type ZLB_ZEB : Zehra label printer IBM850 |
Device class Standard printer g
Authorization qroup SALP Mliance
Model 140%i Il Plus
Location Shipping Bay B
Message B" x 4" Thermal Transfer Labels|
[]Lack printer in SAP System E
[~]
| [> IDM1 {1 {010y 14sapdemo | NS &

© SAP AG 2006. All rights reserved.

2. Allocate the Output Device name. You can also allocate a short name.
3. In the Device Type field, type a name. For example, ZLB_ZEB.

4. If required, type Location and Message.

01/19/2010 ZebraDesigner™ for mySAP™ Business Suite Reference Guide 14103L-003
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5. Select the HostSpoolAccMethod tab.
A dialog box similar to this opens:

A0 eaQ SEE BN

Spool Administration: Create Output Device

DeviceAttributes HostSpoolAcchethod Output attributes o Tray info

Host spoal access method F: Printing on frontend computer

Host printer _ DEFAULT

Mo status confirmation possible

[+ | DM1 ey 010y Pl 14sapdemo

© SAP AG 2006. All rights reserved.

For testing and demonstration purposes it is recommended that you use Front End

printing.
This means that you should complete the configuration of the output device.

To complete the output device configuration, do the following:
1. Ensure Host spool access method is set as option F.
2. For Host printer, Type _ DEFAULT.

3. Click [& or press Ctrl + S.

14103L-003

ZebraDesigner™ for mySAP™ Business Suite Reference Guide

01/19/2010



mySAP Business Suite | 21
Printing Terminology

Printing Terminology

Below is a detailed explanation of mySAP Business Suite™ printing terminology:

Output Device This is the name of the print queue. On older versions of mySAP Business
Suite™, it must be four alphanumeric characters such as ZKM1. In mySAP Business Suite™
server versions 4.0 or higher, this can be up to 40 characters.

Device Type This is the name of the printer (device type) and would normally be ZLB_ZEB
or ZLB_ZEBU. In mySAP Business Suite™ server version 4.6D or higher, these device types
will be included and will not require uploading. Due to this, they will be known as LB_ZEB
and LB_ZEBU.

Spool Server This is the name of the server that will do the spooling. Use the browse button
to pick a server that has a spool process associated with it (it is highlighted in red if it doesn’t
have a spool server associated with it).

Access Method This field must be filled before host printer, although it is listed after it!
This is the most important and complicated field for setup of print queues (output devices).
Summaries of these options follow:

Access Method Description

F = (PC Front End Printing) | This access method is used to direct output to printers that can
be reached from your front end PCs, but aren’t necessarily
defined in your SAP R/3 system. Immediate output with this
access method on Windows front end requires SAPIpd, which
is started automatically. This is also the perfect choice if you
always want the output to be sent to the same PC as the
request for the output came from.

G = (Front-End Printing This access method is front-end printing with control

with Control Tech) technology and available as of SAP Web AS 6.20. It has
simplified configuration and more stable execution, since
SAPIpd is no longer required. The printer selection is called
directly from the control. Front-end printing is possible for
non-Windows platforms with SAP GUI for Java.

In the long-term, it will also replace front-end printing using
SAPIpd (access method F) for printing from SAP GUI for

Windows.
L = Local Printing using This access method is generally used to locally print from a
commands UNIX system. The spool work process of the SAP System

and the host spool system (operating system spooler) are on
the same host. By default the Ip or Ipr commands are sued to
pass the print job to the host spooler.

C = Direct operating With this access method, the print data is transferred directly
system call to the local print manager. This is usually on a Microsoft
Windows NT or Microsoft Windows 2000 system or
AS/400/0S/390.

The spool work process of the SAP System and the host spool
system (operating system spooler) are on the same host.

01/19/2010

ZebraDesigner™ for mySAP™ Business Suite Reference Guide 14103L-003



22 | mySAP Business Suite
Printing Terminology

Access Method Description
U = Printing with the This access method serves as the protocol for the spool
Berkley protocol systems on UNIX systems. You can use this access method

together with the delivery program SAPIpd on Windows
systems; however, in this case, access method S is more
appropriate.

S = Printing with SAP This access method is used for printers that function as
protocol workplace printers on a Windows System. The data is sent

over the network in compressed for to the delivery program

SAPIpd, which is started automatically (if needed).

Destination Host (such as the name of the target PC / print server)

Important « Refer to the SAP documentation for the pre-requisites for the selected access
method configuration.

For U or S, this must be the Host Name of the PC that will have SAPIpd running on it or the
Host Name of a dedicated Print Server with print queues setup. The easiest way to determine
the host name of a PC is to run SAPIpd and you will find it near the top of the start up window.
SAPIpd can be started by selecting Start > Programs > SAP Frontend > SAP Printer Daemon.

ZebraNet Il and ZebraNet 10/100 print servers can be driven via any of the above methods (as
long as there is a relevant print queue setup). Alternatively, ZebraNet Il or ZebraNet 10/100
devices can be driven directly from SAP without setting up a queue using access method U.

This is not required for L or C. The local server is the destination host. Printing direct from
mySAP Business Suite to a Zebra print server. However, using a Print Queue is the
recommended solution.

You can print direct from mySAP Business Suite to the print server avoiding the need for
Windows Print Queues or SAP LPD.
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To setup SAP to communicate directly with the printer, do the following:

1. Access method U.
2. Host Printer PORTLF1.

3. Destination Host Your Printers IP Address.

Host Printer (such as the name of the target print queue on a PC or print
server) When using F, U, or S with SAPIpd, this could be “__ DEFAULT” (underscore
underscore DEFAULT) for the Default Windows printer or it could be the exact name of the
printer (not the share name), such as “Generic / Text Only”. This is the name listed in
Windows >Start > Settings > Printers.

When using L or C this is the “long name” of the printer. This is not the share name.
LPQ Format This can be ignored.

Location This is just an optional simple description or comment of where the printer is
located.

Message This is just an optional simple comment or message that you can associate with the
specific print queue.

SAP LPD If you have chosen to use access methods F, U, or S, then you need to run SAPIpd
on the local PC (this is assuming you are not using U with a print server, such as ZebraNet Il or
ZebraNet 10/100).

SAPIpd is a proprietary print server that runs on a PC taking input from the mySAP Business
Suite™ server and sending it to printers on the local PC. The printers on the local PC normally
use a generic text driver. This could be any driver as SAPIpd sends the data in pass through
mode. This means that you can use a Zebra or generic text driver.

01/19/2010
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To start SAPIpd, complete this step:

1. Select Start > Programs > SAP Frontend > SAP Printer Daemon.
A dialog box similar to this opens:

f= SAPLPD.LOG - SAPLPD

Flle Protocol Options Debug  Language  Help

[2:35:48 PM] Icon DLL loaded.

[2:35:48 PM]

[2:35:48 PM] Network Communication via SAP-NiLib

[2:35:48 PM] Hostname: 01WXPAROGERSON

[2:35:48 PM] IP Address: 192.168.100.103

[2:35:48 PM]

[2:35:48 PM] SAPLPD Version 6.22 for Windows{NT [OPT)] is listening
[2:35:48 PM] 05-Info: version = 5.1, build = 02600, text = Service Pack 2
[2:35:48 PM] Copyright ©® 1992-2001 SAP AG

[2:35:48 PM]

© SAP AG 2006. All rights reserved.

SAPIpd must be run on any PC that requires a Windows printer driver to be used with mySAP
Business Suite™. This is the case if you are using generic text drivers or full-blown Windows

drivers.
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Uploading a Sample Form for Zebra Printers

It is recommended to use the sample form as a template for creating new forms or that you
review the settings of the sample form and use those settings in creating new forms. Use SA38
Transaction to upload a sample form for Zebra printers

Modifying the existing forms rather than creating new forms is what is most commonly done.
It is not necessary to upload this “new” form, but it is a good example to reference.

To start the Program Execution transaction SA38, do the following:

1. In the command line text box below the menu bar of the mySAP Business Suite™ System
dialog box, type /nSA38.

2. Click €% or press Enter.

To upload the new form, do the following:

1. To upload the ZEBRA.FOR file into the SAP printing system, in the ABAP/4: Execute
Program dialog box (below), in the Program field, type RSTXSCRP.

A dialog box similar to this opens:

ABAP: Execute Program
|® wiith variant ||@ Wariant oven, || Background |

L |owi) @ b 14sapdemo

© SAP AG 2006. All rights reserved.
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2. Click [@ or press F8.
A dialog box similar to this opens:

Frogram Edit Goto  Systern  Help

BAH CEQ BHE DD LH
SAPscript Export to Dataset / SAPscript Import from Dataset
()

Object selection and session ctrl
@ Form
() Style
() Standard text
Text ID 5T
Language  EN

() Device Type
Object name ZEBRA_DEMO
Mode (EXPORTIMPORT) IMPORT

Ctrl parameters for file operation

@) Fromion frantend

() Fromion application server

Dataset name Cltemp 5 EEE
[ Binary file farmat

[] Display dataset contents

Control of language versions

Language vectar
[[] Only expart atiginal language

| g

N

© SAP AG 2006. All rights reserved.

3. Select Form.
4. In the Object name field, type the form name. For example, ZEBRA_DEMO.
5. In the Mode (EXPORT/IMPORT) field, type IMPORT.

6. Select From/on frontend (or File system: GUI on older releases).

7. When the entries for all of the requirement fields above are entered correctly, click [&| or

press F8 to start the import process.

Important « Ignore all other options.
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Allocate a Development Class

You must either allocate a development class to this or make it a local object. The development

class is only required if you want to transport this object to other R/3 systems (local objects
can’t be transported to other R/3 systems).

To complete the development class, do the following:

Create Object Directory Entry

Ohject R3TR|FORM ZLABEL1

Attributes

Development class
FPerson responsible AROGERSONM

Criginal systern DMl

Original language EN Enaglish

Local object ﬁLuckwewiew 4

© SAP AG 2006. All rights reserved.

You can enter a Development class and click =, or press Enter. You can skip the
Development class and click | Local ohject |, OF press F7.

Note » If the object has already been uploaded, you will not see the above step.

A dialog box similar to this opens:

Transfer to al

File name 'Technologies\ZebraDesigner for mySAP Business Suite 2\Support\ZEBRA.FOR @
Data format AsC

Transfer | [ 3

© SAP AG 2006. All rights reserved.

1. The Import from a Local File dialog box prompts for file name and its location. Use the
browse button to locate the ZEBRA.FOR in the File name entry text box.
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2. To start the upload process, click |# or press Enter.

When the import process is finished, update messages appear in a dialog box similar this:

List Edit Help

@ 300 €@ DHE D |
SAPscript Export to Dataset / SAPscript Import from Data...

Goto System

SAPscript Export to Dataset / SAPscript Import from Dataset

EE RN EEEREFEEEEEFEIEEEEEEEEEEEEEES] Star.-t Sln'Pscr-Ipt Tr-.anspur.-ter. RST}:RSTR EE R E X T]
Transport object FORM ZEBRA_DEMO is being processed

Language wector used: EDJ3MIL

Original language was set to E

Definition E imported

Original language E imported |:
[+]
[+]
[ | DM1 (13 (0103 14sapdermo | NS o
© SAP AG 2006. All rights reserved.
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Test Printing from mySAP Business Suite™ to an Output Device /
Print Queue

It is a good idea to check that you have setup the output device correctly.

To check that the output device is step correctly, do the following:

1. To start the Standard Text: Request dialog box transaction, in the command line text box
by type /nSO10.

|rsmd =]

2. Click &€ or press Enter.

3. From the Standard Text: Request dialog box (below), in the Text Name field type a name,
such as ZEBRATEST.

A dialog box similar to this opens:

Standard Text: Request

Standard text

Text name ZEBRATEST]|
TextID 5T Standard text
Language EN

G Display & ____Change

 Dbpwiaoin b2 i4sapdemo INS 7

© SAP AG 2006. All rights reserved.
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4. Click O Create | or press F5.

If the text editor looks like the screen below, you will need to change the Editor type. For
details, see User Specific Settings on page 7.

= =T I R O B S Tl e
| Change Standard text: ZEBRATEST Language EN
% 0 | |3 0| P | [ Fonmots || charctor fermats | | B3| 27 |6 BB | B < B

o r— :

Ll | %lﬂ
l DIDHW'J{[“W E.uiwﬂiﬂ'ﬂﬂ.“ﬁ. a

© SAP AG 2006. All rights reserved.

5. Select the character at the beginning of the first line.
=
6. Select the start character E@
A dialog box similar to this opens:

Reslichons
| T

|1-"!I ﬂﬂ!ﬂﬂlhl !-.'."llﬂ
W aninig

| Dl pissiageiaph
Paragraph, |ustned
Canbared

Paragragh, lef-aligned
Coninuous text
Exlanded ling

Reiwrer lina

Line feed

Lina feed and estandad lina
Lir feeed sanwd riee Bina
Coomrmzrd B
Camment line

— om

ST

17 Erdries found £

© SAP AG 2006. All rights reserved.
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